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 Serrated flow (SF), or the Portevin Le Chatelier (PLC) effect, 
has been reported in several materials such as Fe, Ni, Cu and 
Al base alloys tested under different conditions [1 9]. This
effect is a manifestation of discontinuous plastic flow, or 
plastic instabilities, from microstructural origin inducing 
either zero or negative strain rate sensitivity [10]. It  is widely
recognized that the interaction of solute atoms with mobile 
dislocations, i.e. dynamic strain aging (DSA), is the main
source of SF [11,12]. Several types of serrations, labeled as
types A trough D have been identified and their characteris
tics reported [12]. These serration types, which depend on the
test conditions and the state of the material, are found 
associated to the formation and propagation of localized4; fax: +34 91 624 8749.
M. Eddahbi).deformation bands. Type A serrations are associated with the
periodic nucleation of deformation bands at one of the ends
of the tensile sample, and their continuous propagation
toward the other end along the gauge region of the sample;
this kind of serration occurs at low temperatures or high
strain rates. Type B serrations are also associated with bands
nucleated at one end but propagate discontinuously to the
other end; they are characterized by a rapid succession of
rather regular stress oscillations that arise from DSA of the
mobile dislocations in the band. This serration type may be
the result of a transformation of type A serrations into type B
with increasing strain, or occurs at the onset of the SF for low
strain rates and high deformation temperatures. Type C
serrations are differentiated by regular saw tooth like stress
dropswith a rather high frequency below the track of the flow1
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s curve; they are attributed to dislocation unlocking and occur
at higher temperatures and lower strain rates than the other
two serration types. The serrations consisting in a succession
of stress plateaus in the stress strain curve, referred to as
Type D, are attributed to propagation of bands without strain
hardening. Type B serrations are often found superposed to
type A or type D serrations.
Also, it has been found that the SF onset in substitutional 
alloys appears after attaining a threshold or critical strain, εc, 
which may depend on temperature, strain rate, grain size
and solute content [6,11,13,14]. Furthermore, the initial
amount of cumulative deformation and the strain path 
have an effect on the SF characteristics [8,15]. Although the
effect of the severe plastic deformation on the SF character 
istics of the pure metals and alloys has been scarcely 
investigated, the PLC effect has been reported in Al Mg and 
Al Cu alloys processed by equal channel angular pressing 
(ECAP) [16 20]. Some of these results indicate that the 
submicron structures developed in Al Mg alloys by the 
ECAP processing exhibit less susceptibility to the PLC effect, 
and higher strain rate sensitivity, than the coarser ones
[17 19]. However, other results suggesting the opposite has
also been reported [16].
On the other hand, there exist models attributing the 
stress drops in the SF to the passage of the shear bands (SBs
through the grains [4]. Moreover, the SF behavior in some A
alloys has in part attributed to shearing of precipitates b
dislocations and other precipitation effects [21 25]. I
particular, the precipitation treated samples deformed at a 
given strain rate exhibited lower critical strains and higher 
stress oscillations in comparison with the alloys in th
as cast condition [22]. However, it should be noted tha
there are reports indicating that shearing of precipitates is 
not a sufficient requisite for the appearance of SF in Al alloy
[26].
Al Mg alloys, which exhibit SF and poor creep resistance, 
might be suitable for automotive and aerospace applications 
if their formability is enhanced by preventing SF and 
improving the mechanical properties at elevated tempera 
tures. The SF inhibition would avoid the development of the 
detrimental localization of plastic flow in the parts during 
their forming processes. The enhancement of the creep 
resistance would allow fabricating drive train parts for 
operating temperatures above 120 °C. The addition of tran 
sition metals such as Cr or Fe enhances the microstructure 
stability and mechanical properties of the Al Mg alloys at 
elevated temperature via dispersion strengthening [27 29]. 
Among these alloys, rapidly solidified Al 5Mg 1.2Cr (wt.%) 
consolidated by extrusion is an attractive material for 
superplastic forming since it exhibits superplastic behavior 
at strain rate as high as 10−2 s−1 [30]. Although the processing 
effects on the microstructure of this alloy have been 
reported, its plastic flow characteristics are still little 
known [31].
The main objective of the present work was to investigate
the effect of the ECAP processing on the Al 5Mg 1.2Cr alloy. In
particular, an attempt has been made to describe the
characteristics of the SF observed in stress strain (σ ε) curves
during room temperature (RT) deformation at strain rates of
10−4s−1 and 10−3s−1.2. Experimental Procedure
The Al 5%Mg 1.2%Cr (wt.%) alloy was produced by sintering 
of rapidly solidified powder followed by extrusion. The details 
of the production and composition of the alloy are given in 
Ref. [31]. After a homogenization treatment at 500 °C for 48 h 
followed by furnace cooling, 10 mm× 10 mm× 50 mm billets 
were ECAP processed at 200 °C, 250 °C and 300 °C applying a 
pressing rate of 20 mm min−1. The ECAP die had an internal 
angle of Φ 90° and an outer angle of Ψ 0°, which produced an 
effective strain of ~1 by pass. The billets were subjected to a 
single pass, and two passes via routes B (2pB) and C (2pC), i.e. 
after the first pass, they were respectively rotated 90° or 180°
around the extrusion axis direction (ED), Fig. 1e and f. The 
billet geometry and shear deformation underwent by a cubic 
element of material during the ECAP processing are schemat 
ically represented in Fig. 1d. Initially, the billet was introduced 
in the entrance channel in such a way that the plane normal 
to the transversal direction (TD) is the flow plane in exist 
channel, as shown in Fig. 1b. The billet, appropriately 
lubricated, was inserted in the die heated at the selected 
temperature using built in cartridge heaters. After each pass, 
the billets were water quenched.
Flat tensile samples with gauge dimensions 1.5 mm× 
3 mm×20 mm were spark machined from the ECAP deformed 
billets with their longitudinal axis parallel to the extrusion 
direction as shown in Fig. 1c. Tensile tests at RT were carried 
out in an AG I Shimadzu machine at strain rates of 10−4 s−1
and 10−3 s−1. At least two ECAP treated samples, as well as two 
homogenized samples, were tested at each of the strain rates 
to ensure the reproducibility of the measurement and avoid 
misleading effects. The strain rate sensitivity of the samples 
was evaluated from the relationship:
m
ln σ1=σ2ð Þ
ln _ε1= _ε2ð Þ ð1Þ
where σ1 and σ2 are the stress mean values at a strain of 0.06
in the true stress true strain curves for the strain rates ε1
10−4 s 1 and _ε2 10
−3 s 1, respectively.
Metallographical analyses by optical microscopy (OM) and
scanning electron microscopy (SEM) were performed on ECAP
treated samples, as well as on homogenized samples, after
being tensile deformed at RT. Graff Sargent and Keller re
agents were used for revealing the microstructure.
In order to correlate the deformed microstructure with the
SF characteristics of σ ε curves, specimens for transmission
electron microscopy (TEM) were prepared from the samples
tensile tested at RT. The specimens were electropolished at
15 V and 35 °C in a solution of 20% perchloric acid in ethanol.
The TEM observations were carried out in a JEOL JEM 2032
microscope operated at 200 kV.
Texture measurements were performed on the longitudi
nal plane of samples tensile tested up to fracture. The
measurements were carried out in a Siemens diffractometer
equipped with a D5000 goniometer. Incomplete (111) pole
figures (PF) were recorded over a range of azimuthal angles
0°≤χ≤80° in steps of Δχ ΔΦ 5°. A textureless standard
sample of pure Al was used for defocusing correction of the
polar coordinates χ and Φ.2
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Fig. 1 – Sketch showing the ECAP process: (a) starting ECAP billet, (b) 90° ECAP die, and (c) ECAP deformed billet and sample cut
for tensile tests. Shearing of a cube element induced by (d) a single ECAP pass (1p) and two passes via (e) route B (2pB) or
(f) route C (2pC).3. Results
3.1. Initial Microstructure
The microstructure and texture of the extruded PM Al 5Mg 
1.2Cr alloy have been described in detail elsewhere [10]. For 
comparison, OM and TEM images of the grain structure and 
distribution of second phase particles in the homogenized 
alloy are shown in Fig. 2. The grain structure is coarse and 
elongated along the extrusion direction but fine grained 
zones, indicated by arrows, also appear as Fig. 2a and b 
reveals. These fine grained areas should have been developed 
by recrystallization during the extrusion process. It is impor 
tant noticing that the reagent causes preferential etching of 
the areas with higher stored energy. Then, the gray level in 
the OM images reveals the place where the plastic deforma
tion and finer microstructure is located. These images show
that the deformed zones are associated with a fine grained
microstructure and a high density of the second phase
particles. TEM images confirm that this initial microstructure
is partially recrystallized as the large grains still contain
deformation substructures composed by small subgrains
associated with a fine dispersion of particles.
The texture of the homogenized microstructure is de
scribed by a β fiber texture, i.e. an orientation tube running
from the Cu orientation {112}〈111〉 through the S orientation{531}〈112〉 towards the Bs orientation {110}〈112〉 [10]. This 
texture is commonly observed in Al and Al alloys deformed 
at moderate and high temperatures.
3.2. Flow Characteristics
Fig. 3 shows the σ ε curves of the tensile tests for the 
homogenized and ECAP deformed samples performed at RT 
and strain rates of 10−4 s−1 and 10−3 s−1. All these curves after 
yielding reveal a remarkable SF up to fracture. The ECAP 
deformed samples tensile tested at 10−4 s−1, as well as the 
homogenized one, exhibit a single short serrated plateau 
preceded by the initial hardening after yielding, as it is 
indicated by arrows on the σ ε curves of Fig. 3a. This serrated 
plateau has been observed in the Al 5Mg alloy, and identified 
in the deformation range where a Lüders band forms and 
propagates [8], which corresponds to the Lüders strain. In 
contrast, the σ ε curves of the ECAP deformed samples tested 
at 10−3 s−1 reveal a characteristic succession of serrated 
plateaus, or stepwise stress jumps with regular stress 
oscillations superimposed as shown in Fig. 3b, d and f. This 
succession of plateaus does not appear in the σ ε curve of the 
homogenized alloy tested at 10−4 s−1. During the initial 
hardening stage after the plastic flow onset, stress oscillations 
of very small amplitude appear in all the σ ε curves. These 
stress oscillations, formerly reported in the Al 5Mg alloy 
[8,13], have been attributed to type A serrations produced by3
cb
a
100 μm
100 μm
Fig. 2 – Microstructure of PM Al–5Mg–1.2Cr in the
homogenized condition: (a) OM image on a longitudinal
plane, (b) OM image on a transversal plane and (c) TEM image
showing the grain structure and the dispersion of the second
phase particles.variations in the propagation rate of deformation bands that
may be induced by imperfections in the sample surface. In
the hardening stage following the initial one, the stress
oscillations exhibit a behavior corresponding to type B
serrations in agreement to the results reported for the
Al 5Mg alloy tensile deformed in the strain rate range of
10−4s−1 10−3s−1 [13]. Then, the εc for the development of
type B serrations appears to correspond to the Lüders strainof the first plateau detected in the σ ε curves just at the end
of the initial hardening stage. Attention to these type B
serrations is paid in the present work. The εc values extracted
from the σ ε curves are shown against ECAP temperature in
Fig. 4. It is evident that εc decreases with increasing ECAP
temperature or tensile strain rate. Also, the same strain rate
effect on εc is observed for the homogenized alloy. It should be
mentioned that this inverse dependence of εc on strain rate
has also been reported for some Al 5Mg alloys [32,33].
Fig. 5 shows the ECAP temperature and strain rate effect on
the stress at the onset of type B like serrations σc. A drastic
decrease of σc with increasing ECAP temperature is evident,
but the effect of the strain rate is rather ambiguous.
3.3. Deformation Texture
Fig. 6 shows the measured (111) PF for samples ECAP treated at 
200 °C and 300 °C after being tensile tested at RT and strain 
rates of 10−4 s−1 and 10−3 s−1. It is expected that the tensile 
tests in the ECAP treated samples, irrespective of the strain 
rate, not produce any significant change in the crystallo 
graphic texture, since the strain to fracture in all the samples 
is quite smaller than the strain produced by the ECAP 
treatments, i.e. less of ~0.17 against ~1 produced by a single 
ECAP pass. However, some apparent changes are noted for 
samples processed at two ECAP passes.
A single ECAP pass at 200 °C (1p/200 °C) appears to induce
the formation of the 111ð Þ 253  orientation, as Fig. 6a and b
reveal. In contrast, the texture induced in the samples treated
at 2 ECAP passes via route B and 200 °C (2pB/200 °C treated
samples) exhibits two components: 114ð Þ 423 þ 114ð Þ 454 
for 10−4s−1, and 122ð Þ 254 þ 122ð Þ 212  for 10−3 s−1, as shown
in Fig. 6e and f, respectively. The texture of the 2pC/200 °C
treated sample strained at 10−4s−1 can be interpreted as
254ð Þ 443  orientation despite the apparent spreading of
orientations toward the Y direction (Fig. 6i). In contrast, the
texture of the 2pC/200 °C treated sample strained at 10−3s−1 is
similar to that developed in the 1p/200 °C sample, 111ð Þ 253 ,
(Fig. 6j).
The texture characteristics developed in the samples ECAP
treated at 300 °C are somewhat different. The textures found
in the 1p/300 °C samples, shown in Fig. 6c and d, are
254ð Þ 443  and 111ð Þ 341  depending on if the strain rate
was 10−4s−1 or 10−3s−1, respectively. In the 2pB/300 °C sample
strained at 10−4s−1 the texture found is 111ð Þ 253  (Fig. 6g) but
the 132ð Þ 135  component appears in the sample strained at
10−3s−1 as Fig. 6h reveals. The last orientation is related with
the texture of 2pB/200 °C sample by a 35° rotation around a
〈111〉 axis. It should be mentioned that a weak 235ð Þ 111 
component is also observed in the 2pB/300 °C sample strained
at 10−3s−1. The measured PF in the samples 2pC/300 °C are
shown in Fig. 6k and l. The 423ð Þ 332  and 112ð Þ 531 
components are found in the sample strained at 10−4s−1
while the texture in the sample strained at 10−3s−1 is
composed of the 243ð Þ 302  and 122ð Þ 201  components.
3.4. Microstructure after RT Tensile Deformation
ECAP deformation induces the refinement of the initial
microstructure by grain fragmentation and the second phase4
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Fig. 4 – Effect of the ECAP temperature and strain rate on the
critical strain for the onset of type B serrated flow in the
Al–5Mg–1.2Cr alloy.
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Fig. 5 – Effect of the ECAP processing on the critical stress for
onset of type B serrations in the Al–5Mg–1.2Cr alloy.particles redistribution. The ECAP treatment at 200 °C pro
duced a microstructure finer than the ones observed in the
homogenized material or after ECAP deformation at 300 °C.
The slight coarsening of themicrostructure observed at 300 °C
is due to the recovery enhancement at this temperature,
which decreases the stored energy preventing therefore grain
refinement. In order to assess the effect ECAP deformation on
the flow characteristics of the Al 5Mg 1.2Cr alloy after RT
tensile deformation, the microstructure was examined in the
gauge and grip regions of the tensile strained samples. The
microstructures observed in strained regions were only
slightly finer than those in unstrained areas were.
A general view of the microstructures for the samples ECAP 
deformed at 200 °C after being tensile strained at RT, along 
with those corresponding to the homogenized material, are 
shown in Fig. 7. The microstructure of the homogenized 
material strained up to fracture at 10−4 s−1 and 10−3 s−1 is shown 
for comparison in Fig. 7a and b, respectively. The grain 
structure is clearly elongated along the tensile axis. The first 
ECAP pass produces a fairly equiaxial grain structure 
homogeneously deformed, see Fig. 7c and d. OM close images 
showing traces of SBs and the interaction of deformation with 
grain boundaries and particles are shown in Fig. 9a. The grain 
structure in the 2pB/200 °C is elongated along a direction ~15° 
inclined respect to the tensile axis. A general characteristic of 
these microstructures is the
Fig. 3 – σ–ε curves for the ECAP deformed Al–5Mg–1.2Cr alloy ten
(a, b) a single ECAP pass (1p), (c, d) two ECAP passes via route B (2p
the homogenized alloy are included for comparison. The arrows
included for comparison.effect of SB propagation on recrystallized areas surrounding 
the grain boundaries, especially, those boundaries parallel to 
the short axis of the grains as indicated by arrows in Figs. 
7e a n d 9b. The 2pC/200 °C sample tensile strained at 10−4 s−1 
exhibits a microstructure slightly coarser than the 
corresponding one developed in the 1p/200 °C sample, compare 
Fig. 7g a n d c . I n  contrast, when a 2pC/200 °C sample is 
deformed at 10−3 s−1 the opposite occurs, besides exhibiting a 
severely deformed micro structure and perceptible SB traces 
alike to those observed in the 1p/200 °C sample strained at 10−4 s
−1 (Fig. 7h).
Fig. 8 shows the microstructure of the material ECAP 
processed at 300 °C. Now, the microstructure appears to be 
less differentiated each other, and apparently coarser than 
the corresponding to the samples ECAP treated at 200 °C, 
compare Fig. 8a and e to Fig. 7c and g, respectively. A similar 
effect of SB propagation on the microstructure is observed as 
shown in Fig. 9c and d.
Fig. 10 shows SEM images that reveal the interaction of SBs
with the second phase particles in the homogenized materia
tensile tested at RT at 10−4 s−1. These second phase particles
have been identified elsewhere as Al18Mg3Cr2 [34]. I t w a s
observed that the initial bands nucleated at the curved ends o
the sample gauge region, where a high stress concentration
should be developed, and propagated toward the opposite end
These bands during their propagation can be either temporally
retained or completely arrested by obstacles. In this last case, a
sile tested at RT and strain rates of 10−4s−1 and 10−3s−1:
B); (e, f) two ECAP passes via route C (2pC). The σ–ε curves for
indicate the onset of the type B serrations. The texture is also
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Fig. 6 – (111) PF showing the crystallographic texture, and the strain rate sensitivity valuem, for ECAP deformed Al–5Mg–1.2Cr
after being tensile strained up to fracture at 10−4s−1 and 10−3s−1. The m value is determined from Eq. (1).new front of a new band, initiated at any of the ends of the
sample gauge region, would move toward the opposite one.
Then, a halting band propagation yields the serrations observed
in σ ε curves. A remarkable feature of the band structure is the
zigzag band fronts developed on the sample surfaces due to the
interaction of the bands with the second phase particles as
Fig. 10b reveals. Also, the interaction between SBs gives rise to a
characteristic cross banded structure with intersection angles
of ~70° as the images in Fig. 10a and c show.
The SB structures induced by tensile deformation at RT in 
the samples ECAP processed at 200 °C and 300 °C are shown in 
Fig. 11. They are comparable to the ones developed in the 
homogenized alloy irrespective of the ECAP conditions and 
tensile strain rate. The bands are found oriented about 45° in 
respect to the tensile axis, and spread all over the grains in the 
whole gauge region as observed for the case of the homoge 
nized material.
3.5. TEM Observations
The microstructure of the tensile tested samples revealed by 
TEM was alike for all the samples irrespective of the treatment 
underwent before testing. Fig. 12 shows the microstructure of 
the alloy tensile deformed at 10−4 s−1, in the homogenized 
condition and after being ECAP treated. In all the cases, plastic 
deformation was found confined in extensive areas 
containing a very high density of dislocations. Deformation 
zones associated with the second phase particles present in 
the alloy arefrequently observed as the images of Fig. 12 reveal. These TEM 
images evidence the interaction between the SBs and 
the particles, i.e. band pinning and release by particles as the 
SEM image in Fig. 11b shows. It should be mentioned that 
neither development of a subgrain structure nor particle 
shearing and void formation at the particle/matrix interface 
are found in the tensile deformed samples.4. Discussion
4.1. Strain Rate Effect
The microstructure of the extruded PM Al 5Mg 1.2Cr alloy in the
homogenized condition is composed by coarse elongated grains
containing substructure and small recrystallized grains (Fig. 2).
Neither dissolution nor precipitation of the second phase particles
is expected to occur during the ECAP treatments or tensile tests as
has been confirmed by differential scanning calorimetry [34]. The
σ ε c u r v e f o r  t h e a l l o y i n t h e h o m o g e n i z e d
condition shows serrations starting at around the onset of the
plastic deformation (Fig. 3). Then, no critical plastic strain appears
to be needed to trigger the SF in this case. Apparently, these
serrations are similar to the type B serrations frequently reported
in Al Mg alloys undergoing the PLC effect. It was attributed to
parallel bands going across the entire gauge region of the sample
resulting in a surface relief without formation of micro shear
bands [13]. However, the surface of the homogenized material7
after tensile deformation at RT exhibits quite different structural 
features, i.e. groups of SBs passing across the grains along 
different directions, and microbands in some isolated zones. 
Moreover, the SB fronts show a zigzag path due to their 
interaction with the second phase particles, as shown in Fig. 
11b and c. This indicates that the flow instabilities in the alloy 
under the present testing conditions may be affected by thec
e
g
a
tensile axis
Homogenized
1p/200oC
2pB/200oC
2pC/200oC
10−4 s−− −1
Fig. 7 – OM images of the etched microstructures of Al–5Mg–1.2C
tensile strained up to fracture at 10−4s−1 and 10−3s−1. The disconinteraction of SBs with the second phase particles. Then, the SF
behavior in this alloy cannot be exclusively explained in terms of
the solute dislocation interaction suggesting that shear banding
andparticlesplay a fundamental role in theSFbehavior of theσ ε
curve.
The interaction of SBs with particles in the Al 5Mg 1.2Cr
alloy points out that both the particle size and the inter particled
f
b
h
100 μm
10−3 s−− −1
r ECAP treated at 200 °C and in the homogenized condition,
tinuous lines indicate SBs traces.
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spacing may control the SF. If it is tentatively assumed that
plastic flow is produced by thermally activated propagation of
the band, the strain rate would be given by the equation [14]:
_ε
Ω
tw
ð2Þ
where Ω is the plastic strain produced by a band moving to the
next obstacle, and tw the waiting time of the band for
surmounting the obstacles that would be given by
tw v−1o exp ΔE=kTð Þ ð3Þ
where vo is the attempt frequency, ΔE the average energy barrier
to be surmounted by the moving band at the obstacles, k the
Boltzmann constant and T the sample temperature. Then, the
strain rate can be expressed by:
_ε voΩ exp ΔE=kTð Þ: ð4Þc
a
e
1p/300oC
2pB/300oC
2pC/300oC
10−4 s−− −1
Fig. 8 – OM close view images of the etched microstructures indu
up to fracture at 10−4s−1 and 10−3s−1.The obstacle strength for the bands and the local stress
acting at the band front would determine the value of ΔE, and
the waiting time tw for a given temperature would decrease
with increasing strain rate according to the above equations.
Thus, for a given temperature, ΔE value at a strain rate of
10−3s−1 should be smaller than the one for a strain rate of
10−4s−1, i.e. the strength of the obstacles decreases with in
creasing strain rate and lowering the amplitude of the stress
oscillations in the flow stress curve. This explains the present
results for the homogenized and ECAP processed material in
relation with the strain rate effect on the serration amplitude.
Now, the severe plastic deformation effect on the features
of the SF will be considered. The main features resulting from
the analysis of the σ ε curves are summarized as follows:
i. Two distinguishable features in the σ ε curves have been
found depending on the strain rate: the initial hardeningd
f
b
100 μm
10−3 s−− −1
ced in ECAP treated Al–5Mg–1.2Cr after being tensile strained
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a b
c d
tensile axis
1p/200oC
1p/300oC
2pB/200oC
2pC/300oC
20 μm
10−4 s−− −1 10−3 s−− −1
Fig. 9 – OM images of the etched microstructures in Al–5Mg–1.2Cr ECAP treated at 300 °C and tensile strained up to fracture at
10−4s−1 and 10−3s−1.region is followed by either SF with continuous strain
hardening until failure at a strain rate of 10−4s−1 or a
succession of plateaus with SF superimposed at 10−3s−1.
ii. A critical strain εc (or stress σc) for the onset of type B
serrations is observed at strain rates of 10−4s−1 and10−3s−1,
which decreases with increasing ECAP temperature or
strain rate.
iii. The serration amplitude increases with increasing
strain, and attains a saturation value near the fracture
strain.
SF occurs under the effect of the applied and the internal 
stresses [7,35]. Therefore, the internal stresses produced by 
the severe plastic deformation may have an effect on the 
mode of nucleation and propagation of the bands. The 
stress value for εc is the threshold stress σc beyond which 
SBs form during tensile deformation, and move along the 
shear plane through the gauge region of the sample. For a 
given ECAP route and number of passes, the decrease of σc 
with increasing ECAP temperature (5) is attributable to the 
dynamic recovery and rearrangement of dislocations during 
the ECAP deformation, which would be stronger at higher 
processing temperature. As a result, in the samples ECAP 
treated at 200 °C, the contribution of the internal stresses to 
the local effective stress for band nucleation and propaga 
tion should in general be smaller all over the samples 
requiring a higher applied stress. However, the internal 
stresses in the samples ECAP deformed at higher temper 
atures would be localized at the dislocation walls so that 
the threshold stress for band nucleation would attained 
under smaller applied stresses at the regions with disloca 
tion rearrangement.On the other hand, the strain rate sensitivity m, evaluated 
from the σ ε curves at 10−4 s−1 and 10−3 s−1 using Eq. (1), i sc los e 
to zero or negative depending on the ECAP processing condi 
tion. These m values are shown, along with the texture results
in Fig. 6 in order to find some plausible correlation between
texture and strain rate sensitivity. The 1p/200 °C, 2pC/200 °C 
and 1p/300 °C samples exhibit values of m 0, and the rest m<0. 
These results suggest that the texture induced by ECAP, as well 
as the microstructure, could have capability to lower the m 
value to negative values. It should be mentioned that a decrease 
of the strain rate sensitivity with increasing strain induced
by cold work has been reported for the 5086 AA alloy [36].
4.2. Texture Effects
Now, let us check the relationship between the ECAP
conditions and the mechanical characteristics of SF in σ ε
curves. For thematerial ECAP treated at 200 °C, the 2pC/200 °C
sample tensile strained at 10−4s−1 exhibits a high SF ampli
tude, and εc and σc values higher than the corresponding
values for the 1p/200 °C and 2pB/200 °C samples (see Figs. 4
and 5). In contrast, the elongation to failure εf is low. This
discrepancy is, in principle, associated with the deformed
microstructure and texture. The grain structure of the 2pC/
200 °C sample is quite fine and its preferential orientation
254ð Þ 443 , which has only two active slip systems. On the
contrary, the samples 1p/200 °C with orientation 111ð Þ 253 
and the 2pB/200 °C samples with orientations 114ð Þ 423  and
114ð Þ 454  would have four and five slip systems, respective
ly. Also, the samples ECAP treated at 300 °C and strained at
10−4s−1 exhibit a similar variety of preferential orientations
and active slip systems, along with similar SF characteristics.10
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Fig. 10 – SEM images showing the structure of SBs in the
homogenized Al–5Mg–1.2Cr alloy tensile tested at RT and
strain rate of 10−4s−1: (a) band fronts propagated along
different directions; the inset shows details of parallel bands,
(b) interaction of SBs with the second phase particles and
(c) cross-banded structure inside a grain.For instance, the 1p/300 °C sample with preferential orienta 
tion 254ð Þ 443  exhibit high εc and σc values and low εf like the 
2pC/200 °C sample. Moreover, the 1p/300 °C samples having 
two active slip systems developed a grain structure elongated 
along the tensile axis, but the samples 2pB/300 °C and 2pC/ 
300 °C with four or five slip systems show grain elongation 
along an axis clearly rotated respect to the tensile axis (Fig. 8c 
and e). All the above suggests a correlation between the 
crystallographic texture and the characteristics of the SF ofthe samples ECAP treated at a given temperature, i.e. the
lower the number of slip systems the higher the critical strain
for the SF and the lower the strain to failure. However, the
result comparison between the samples ECAP treated at the
same temperature does not confirm such correlation
irrespective of the strain rate. When the results for samples
ECAP treated at the different temperatures are compared,
those exhibiting identical textures, or nearly the same, do not
yield comparable εc, σc and εf values, nor SF characteristics, as
the corresponding σ ε curves shown in Fig. 3 reveal.
The above indicates that the effect of texture on the SF of
the ECAP treated Al 5Mg 1.2Cr alloy results to be ambiguous,
and therefore, the grain structure in conjunction with the
characteristics of the second particles particle would be the
factors controlling the SF of the alloy tensile strained under
the present conditions.
4.3. Effects of the Grain Structure and Second-Phase
Particles
The σ ε curves of the ECAP processed samples tested at a 
strain rate of 10−3 s−1 exhibit a succession of serrated plateaus 
(Fig. 3b, d and f). Similar plateaus have also been observed in 
other Al alloys although their origin has not been clearly 
established. For instance, the σ ε curves of the pre deformed 
Al 5Mg 0.8Mn alloy exhibited SF on a sequence of plateaus. 
These plateaus did not appear for non pre deformed samples 
that showed SF accompanied by continuous strain hardening 
[37]. The development of plateaus in σ ε curves for Al Mg alloys 
has also been associated with generation of bands, and each 
oscillation superimposed on the plateaus would corre spond 
to formation of a moving band ahead of a prior one that has 
been pinned by obstacles [38].
Fig. 13 illustrates schematically a mechanism proposed to
account for the SF characteristics  of  the ECAP treated Al  5Mg
1.2Cr alloy in conjunction with the evolution of the microstruc 
ture. It is assumed that the most plausible sites for the nucleation 
of  the first  band are the ends  of the sample gauge region  due t
high concentration of stresses that would be developed at these 
curved ends [39]. In  fact, the appearance of the first moving SB
during the tensile tests was observed at one of the ends of the 
sample gauge region. The hard particles in the matrix represent 
obstacles for the band propagation. The formation of the first 
plateau observed in all σ ε curves is attributed to the nucleation 
of this first SB and its propagation toward the opposite one
(Fig. 13a). This band during its propagation would interact with
particles and shear the grains favorably oriented respect to the 
tensile axis, i.e. those grains with a high Schmid factor for which 
the resolved shear stress would be high enough for ban
propagation [7]. The band moves on the glide planes of a grain unt
it runs into a grain boundary. If the adjacent grains are favorabl
oriented to activate dislocation slip on a glide plane, then the ban
propagation would continue. On the contrary, if this condition i
not satisfied, the band remains hindered by the obstacles until th
effective stress, or applied strain, gives rise to a favorabl
dislocation arrangement to surpass the obstacle. A new ban
would not form during the expansion of the plateau although stres
oscillations superimposed on the plateau appea
due to the action of  the effective stress on  a prior band  hampered
by the grain boundaries and second phase particles.11
bc d
a
Fig. 11 – SEM images showing the structure of SBs in the ECAP processed Al–5Mg–1.2Cr alloy tensile tested at RT:
(a, b) 2pB/200 °C samples tensile tested at strain rates of 10−4s−1 and 10−3s−1, respectively. (c, d) 2pC/300 °C samples tensile
tested at 10−4s−1 and 10−3s−1, respectively.
e f
b c
Al18Mg3Cr2
a
d
Fig. 12 – TEM images showing areas of plastic deformation zones associated with the second phase particles in the
Al–5Mg–1.2Cr alloy tensile tested at RT at 10−4s−1: (a)–(c) samples in the homogenized condition and (d)–(f) 2pC/250 °C samples.
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 Plateaus with serrated flow 
first moving band 
gauge length 
grip
curvatureVolumen, vo
Serrated flow with continuous hardening 
previous SBs 
moving band True strain
vo
necking
a
b
Fig. 13 – Outline describing the propagationmechanism of the SBs in the Al–5Mg–1.2Cr alloy tensile tested at RT that accounts for
the variation of the SF features induced by a change in the strain rate: (a) interaction of the moving SBs with the grains along the
sample gauge length and (b) representation of the volume swept (Vo) by the moving SBs during the deformation cycle of a band.When the plateau in the σ ε curve is over, the moving band 
there will sweep a determined volume of sample, Vo in Fig. 13b, 
which means that a deformation banding cycle of grains has just 
been accomplished. The stress jump from a plateau to the next 
one indicates that a threshold stress is required to activate a new 
band at one of the ends of the sample gauge region. Then, the 
new plateau appears in the σ ε curve giving rise to other 
deformation banding cycle. This would induce cross banding in 
grains initially sheared and plastic deformation in unsheared 
grains. Later on, as the applied strain increases, the nucleation 
probability of SBs also increases all over the gauge region of the 
sample; i.e. the threshold stress for band nucleation lowers and 
the new SBs form faster. Now, beyond certain tensile strain a new 
band forms and moves before the prior one completes its 
propagation. This reduces the volume swept by each moving 
band during its deformation cycle and makes less appreciable the 
plateaus in the σ ε curves as schematically outlined in Fig. 13b. As 
the applied strain still increases more, the sample volume sweptby the successive SBs becomes gradually smaller. This produces
the disappearance of visible plateaus, and thus the saturation of
the stress oscillations and failure of the sample. All of the above
account for the SF behavior of the samples tested at 10−3s−1.
For the samples tested at 10−4 s−1, t h e  σ ε curves (Fig. 3a, c
and e) exhibit SF with continuous hardening just after the 
completion of the Lüders stage. No plateaus are observed in this 
regime, apparently. The SF behavior in this case is similar to that 
observed for the samples tested at 10−3 s−1 after completion of 
the plateaus stage. Thus, the corresponding mechanism pro 
posed for the samples tested at 10−3 s−1 can be extrapolated to 
explain the SF with continuous hardening at 10−4s−1. At this  
strain rate, the velocity of mobile dislocations is expected to be 
low enough to allow a more homogeneous distribution of 
deformation in comparison to the strain rate of 10−3 s−1. Then, 
the plastic flow should be practically distributed in the entire 
volume of the deformed sample, and much more potential sites 
for the band nucleation there would be all along the gauge region13
of the sample. Although the nucleation of the first band is
expected at the ends of the sample gauge region, the following
bands may be nucleated all over the gauge region. However, the
nucleationof anewband in this case occurs before thepreceding
band finishes its deformation cycle. Increasing applied strain,
the successive bands would sweep less volume and the cycle of
deformation banding would become shorter. At this stage,
plastic flow instability may be attained in some areas of the
gauge region resulting in necking and failure of the sample.5. Conclusions
The microstructure and mechanical behaviors at room temper
ature of extrudedPMAl 5Mg 1.2Cr processedbyECAPhave been
investigated. The main conclusions are summarized as follows:
1. The alloy ECAP processed in the temperature range of 200
300 °C, as well as in the homogenized condition, exhibited
SF when it was tensile deformed at room temperature. The
threshold stress and strain for the serration onset de
creased with increasing ECAP temperature or strain rate.
2. All the samples ECAP processed and tensile tested under the
present conditions developed shear banding. Interaction of
the SBswith the secondphaseparticleswas observed. Theσ ε
curves for the ECAP processed samples show a transition
fromSFwith continuous strainhardening to SF superimposed
to a sequence of constant stress plateaus,when the strain rate
is changed from 10−4s−1 to 10−3s−1.
3. Theplateaus inσ ε curves developedat a strain rate of 10−3s−1
were ascribed to the nucleation of a band at one end of the
sample gauge region and its subsequent propagation towards
the opposite one, i.e. to a cycle of deformation banding. The
following plateau was associated with the nucleation of a
new band in one end of the sample gauge region and its
propagation.
4. At a low strain rate of 10−4s−1 the sites for band nucleation
should be randomly distributedalong the gauge regionof the
sample. The disappearance of the plateaus and continuous
strain hardening in the σ ε curves are attributed to the
activation of a new moving band before the completion of
the deformation banding cycle of the preceding band.
5. No obvious relationship between the texture and the SF
characteristics has been found.Acknowledgments
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